




ACE SILICA SCALE REMOVER (SSA) is a for use with ACE SCALE REMOVER (SR) to remove silica scale deposits from cooling towers, condensers, evaporative condensers and other heat exchange equipment.

FEATURES & BENEFITS

· Easy-to-Use
(
Quickly Removes Stubborn Silica Scale Deposits.

DIRECTIONS for USE: Flush system thoroughly to remove as much contamination as possible. Refill system and add ACE Scale Remover (SR) to the condenser water. Use 1-gallon for every 20-gallons of water in the system for normal descaling. If silica scale is present, add 1# of Scale Remover Additive for each gallon of Scale Remover used. ACE Scale Remover is added at the rate of 1 gallon of Scale Remover per 20 gallons of system water. If heavy deposits are apparent, increase dosage. Operate system for 30 minutes to 4 hours or until head pressure returns to normal operating range. Drain and flush system prior to refilling with system water. If all scale has not been removed or if head pressure has not returned to normal, repeat treatment as above. Water temperature should be at least 80oF for good cleaning results. One gallon will clean approximately 3 lbs of lime scale or equivalent contamination. Contact ACE Representative if silica scale present in system to be treated. If treating silica scale, contact ACE Technical Service for assistance.

CAUTION: If inhaled or swallowed, this compound can cause fluoride poisoning. Early symptoms include nausea, vomiting, diarrhea, and weakness. Later effects include central nervous system effects, cardiovascular effects and death. Inhalation:May cause irritation and burns to the respiratory tract, symptoms may include coughing, sore throat, and labored breathing. May be absorbed through inhalation of dust; symptoms may parallel those from ingestion exposure. Irritation and burning effects may not appear immediately. Ingestion: May cause salivation, nausea, vomiting, diarrhea, and abdominal pain, followed by symptoms of weakness, tremors, shallow respiration, carpopedal spasm, convulsions, and coma. May cause brain and kidney damage. Affects heart and circulatory system. Death may be caused by respiratory paralysis. Lethal dose estimated at between 1 teaspoonful and 1 oz. Skin Contact:Causes irritation and burns to the skin. Effects may not appear immediately. Eye Contact: Causes irritation. May be extremely irritating with possible burns to eye tissue and permanent eye damage may result. Chronic Exposure:Chronic exposure may cause mottling of teeth and bone damage (osteosclerosis) and fluorosis. Symptoms of fluorisis include brittle bones,weight loss, anemia, calcified ligaments, general ill health and joint stiffness. Aggravation of Pre-existing Conditions:Populations that appear to be at increased risk from the effects of fluoride are individuals that suffer from diabetes insipidus or some forms of renal impairment.



FIRST AID:First aid procedures should be pre-planned for fluoride compound emergencies. Inhalation: If inhaled, remove to fresh air. If not breathing, give artificial respiration. If breathing is difficult, give oxygen. CALL A PHYSICIAN IMMEDIATELY. Ingestion: Administer milk, chewable calcium carbonate tablets or milk of magnesia. Never give anything by mouth to an unconscious person. CALL A PHYSICIAN IMMEDIATELY ATELY. Skin Contact: Wipe off any excess material from skin and then immediately flush skin with large amounts of soapy water. Remove contaminated clothing and shoes. Wash clothing before re-use. Apply bandages soaked in magnesium sulfate. CALL A PHYSICIAN IMMEDIATELY. 
Eye Contact: Immediately flush eyes with gentle but large stream of water for at least 15 minutes, lifting lower and upper eyelids occasionally. Call a physician immediately. Note to Physician: For large exposures, systemic effects (hypocalcemia and hypomagnesia) may occur.
PHYSICAL PROPERTIES




APPEARANCE

…..

Crystals


COLOR


…..

White



pH


…..

3.5 (5% Solution)



SPECIFIC GRAVITY
…..

1.51
PACKAGING

…..

1 x 10# Container







1 x 50 # Container
Read Material Safety Data Sheet overleaf.
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 Acid-Based Scale Neutralizer








